
ARKINA
ROOF UNDERLAYMENT

info@shishindustries.com+91 98251 90407 www.shishindustries.com

PRODUCT DESCRIPTION
Roofing underlayment is what lies between the shingles  and the roof sheathing or roof deck, its installed
directly on the roof deck and provides secondary layer of protection from the elements including rain, snow &
wind. Shish is specialized in providing custom Synthetic Roof Underlayment.
Our synthetic roof underlayment have number of benefits. We have developed the products in keeping with
technological advancements. These products are lightweight, wider in width, and have a longer run length
than asphalt-saturated felt, allows for fewer laps, cuts, and easier roll handling than felt. 
The underlayment is resistant to rot, buckle, and crack. It have high slip resistance for workers on the rooftop
deck. Our single underlayment sheet features a woven polymeric scrim for added strength and less slippage
between the underlayment and the protective covering of the roof. During installation, a textured top surface
fabric improves walking ability.

FEATURES & BENEFITS
Effective protection
against extreme
weather conditions

Water and moisture
resistance

Low-temperature
flexibility

UV protection Lightweight, strong
and durable

Eco-friendly &
recyclable

Certificate Of
AEO - T2

Recognize by
Indian Customs

Organization
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These are normal settings and are not intended to be restrictive specifications.

While we consider them to be accurate, the statements and information contained herein are only intended to provide general guidance
and do not constitute warranties or assurances of accuracy or completeness. The user must determine fitness for this purpose, either by
testing or otherwise. There is no guarantee of appropriateness for a particular purpose. Our regular terms and conditions of sale apply to
all orders, and we exclude all liability for losses of any kind, including consequential damages. Excessive buying price is not permitted. We
have not allowed anyone to issue oral warranties. We reserve the right to make modifications without prior notice or liability responsibility
in our products and publications
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Pliability

Fire Rating “Class A”

Durability

UV Stabilized

ASTM E 108

Yes

The specification define may vary +- 8 ~ 10%
*We can customize the size and GSM to your specifications.

 

Specifications

Property

ASTM D 5035 

Test/Method Arkina
180

Mechanical Properties

Tensile Strength MD
(warp)

Elongation (warp) 

Tensile Strength CD
(weft)

Elongation (weft) 

ASTM D 5035

Physical Properties

Color

Thickness

Arkina
120

Arkina
100Unit

ASTM D 5035 

ASTM D 5035

ASTM D 1977

Temperature Range

COF (kinetic friction)

COF (static friction)

ASTM D 1894

ASTM D 1895

Kgf 50-55 78-82 100-105 

% >15 >15 >15

Kgf 40-45 60-65 93-97

% >15 >15 >15

Tear Strength MD

Tear Strength CD ASTM D4533

Kgf  23-28 26-31

Kgf  18-23 24-29

ASTM D4533

mil 8-9 10-11 13-14

°F -40°F to 240°F -40°F to 240°F -40°F to 240°F

 0.6 0.85 0.82

 1 0.91 0.98

 PASS PASS PASSASTM D 226

 PASS PASS PASS

Lower Surface – Grey or Black (with custom print) Upper Surface – Grey
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