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PRODUCT DESCRIPTION
PP fabric/PE fabric are Woven Polypropylene Fabric and Woven Polyethylene Fabric, and are produced from    
 virgin polypropylene and polyethylene mixed with specific additives. These textiles are noted for their strong
tensile strength, dimensional stability, and ability to exceeding customer expectations.

Our improved fabric is used in extreme conditions, such as packing fish in Iceland, protecting steel coils from
rusting, packing barley for beer, avoiding moisture from entering homes through house wraps and roof
underlayments, expands the life expectancy of roads with geotextiles, storing water through ground covers,
and so on.

FEATURES & BENEFITS
Applications that
require direct cold or
heat resistance

It can also be used to
cover railway wagons,
aircraft, trailer trucks,
tempos, trucks, and
large machines

Bale wrap, pallet
sheets, pallet lining,
and various
reinforcements

High density, PP/HDPE
woven fabric

Lightweight, flexible,
easy to handle,
transport and use

100% Recyclable, an
Eco Friendly film

Certificate Of
AEO - T2

Recognize by
Indian Customs

Organization
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These are normal settings and are not intended to be restrictive specifications.

While we consider them to be accurate, the statements and information contained herein are only intended to provide general guidance
and do not constitute warranties or assurances of accuracy or completeness. The user must determine fitness for this purpose, either by
testing or otherwise. There is no guarantee of appropriateness for a particular purpose. Our regular terms and conditions of sale apply to
all orders, and we exclude all liability for losses of any kind, including consequential damages. Excessive buying price is not permitted. We
have not allowed anyone to issue oral warranties. We reserve the right to make modifications without prior notice or liability responsibility
in our products and publications
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Properties

Trapezoidal 
Tear Strength (Kgf)

Specifications (Coated Fabric)
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Finished Weight

Breaking Strength 
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Bursting strength 130 150 200 200 250 300ASTM D751

Thickness (MM) 0.11 0.14 0.15 0.15 0.23 0.25ASTM D1777

UV life 1 years 2 years

*We can customize the size and GSM to your specifications.

Usage: 
Awnings and Tarpaulins
High-Strength Industrial Bag
Ground Protection
Silt Barriers
Underlayments for Roof Tiles

Wrapping Paper
Backing Insulation
Intermediate Bulk Containers that are
Flexible
Coverings for Bales and Coils

 

It can be supplied in customized: Sizes, thicknesses and colors 
Standard colours available: Blue, Yellow, Black, Olive Green
100% Waterproof, strong and durable
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