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VCI WOVEN FABRICS

PRODUCT DESCRIPTION
Shish Woven Fabric is a woven fabric made on circular knitting machines from specialized high strength
HDPE/PP resin with dosages of UV protection and optical brighteners made from Virgin polymers.
The fabric is woven on automatic lines to ensure adequate strength is achieved by a Warp and Weft structure
of the material. Strength fabric by its name is symbolic to not just the advantage of High Strength but also
excellent moisture penetrations properties and oxygen transmissions.
VCI Woven Fabric is made on tapeline plant using virgin PE/PP polymers for best strength and clarity. It is used
in variety of applications ranging from food packaging, construction, metals packaging, green house,
mulching etc.

FEATURES & BENEFITS
Multi-  metal VCI
protection for all
surfaces

High stretch ability Light weight and easy
to transport

Dry packaging
compatible product

Quick to use, remove
and easy to recycle

Minimal equipment
investment with
substantial
reduction in labor
costs
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These are normal settings and are not intended to be restrictive specifications.

While we consider them to be accurate, the statements and information contained herein are only intended to provide general guidance
and do not constitute warranties or assurances of accuracy or completeness. The user must determine fitness for this purpose, either by
testing or otherwise. There is no guarantee of appropriateness for a particular purpose. Our regular terms and conditions of sale apply to
all orders, and we exclude all liability for losses of any kind, including consequential damages. Excessive buying price is not permitted. We
have not allowed anyone to issue oral warranties. We reserve the right to make modifications without prior notice or liability responsibility
in our products and publications
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Specifications

Property

Visual

Test/Method

Colour

Tensile Strength

Elongation

MD

Fabric Weight

Lamination outside

Lamination Inside

Value
160 GSM

Value
120 GSM

Value
100 GSM

CD

MD

-

VCI Content

Material

Condensation Test

PP/HDPE 

DVI 514

White/Blue White/Blue White/Yellow

984 1088 1120

782 868 890

<20% <20% <20%

Mesh -

<20% <20% <20%

10x10 10x10 10x10

CD

18-20 GSM 22-25 GSM 25-30 GSM

12-15 GSM 12-15 GSM 12-15 GSM

PP/HDPE PP/HDPE PP/HDPE 

Pass Pass Pass

-

- 52-55 GSM 65-70 GSM 95 GSM

18-20 GSM 22-25 GSM 25-30 GSM

-

*We can customize the size and GSM to your specifications.
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