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Composite Strap

Certificate Of
AEO - T2

Recognize by
Indian Customs

Organization

PRODUCT DESCRIPTION
Composite straps is made up of strands of polyester fibres, all travelling vertically and coated togather by
clear polypropylene . The Polypropylene coating increases its resistance to abrasion, yet still allows for slight
elongation during transit. Composite straps are the perfect combination of strength and elasticity for securing
heavy items to containers and other types of transportation. Composite straps come in a variety of widths
and tensile strengths.

Flexible composite strapping can be utilised for a variety of packing purposes. They have an impact resistance
that is seven times higher than steel strapping, making them extremely resistant to extreme weather.

FEATURES & BENEFITS

Self-locking Totally
shock resistant

Heat resistance up to
90°C to safeguard
goods from changes
in temperature

Eco-friendly and easy
to dispose owing to
low ash release
(<0.03%) even on
burning

Light-weight Available in different
sizes and strengths

32 MM

19 MM
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These are normal settings and are not intended to be restrictive specifications.

While we consider them to be accurate, the statements and information contained herein are only intended to provide general guidance
and do not constitute warranties or assurances of accuracy or completeness. The user must determine fitness for this purpose, either by
testing or otherwise. There is no guarantee of appropriateness for a particular purpose. Our regular terms and conditions of sale apply to
all orders, and we exclude all liability for losses of any kind, including consequential damages. Excessive buying price is not permitted. We
have not allowed anyone to issue oral warranties. We reserve the right to make modifications without prior notice or liability responsibility
in our products and publications
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The specification define may vary +- 8 ~ 10%
 

Specifications

Width (mm)

300

Break Load (kg) System Strength
(kg) Meter per Coil

13

16

19

19 Twisted

25

215

360

385

730

490

360

520

680

1280

850

1100

650

650

450

83025 Twisted

32

32 Twisted

1000

1420

1495

1750

2350

450

300

300

COMPOSITE STRAP WIRE BUCKLE:
Up to 90% joint efficiency

Automatic locking

The industry's most consistent closures method

Made from high-quality steel wire

Available in a variety of sizes and strengths

Size 13 16 19 25 32

Available in varied

Thickness (mm)
 

3.20 3.50 3.95 4.95 6.95
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